Introduction
Epidemic diseases that spread across a large region of the world, such as the 1918 influenza pandemic (Spanish flu), the 2009 flu pandemic (H1N1), and the current 2019 coronavirus disease (COVID-19) 1,2 , can pose a challenge to healthcare resources worldwide. Basic measures such as personal hand cleaning and social distancing are crucial. However, according to World Health Organization (WHO) guidelines 3 , protective material is essential for all healthcare providers. Pandemic crisis situations can induce a shortage of FFP2/3 protective face masks for healthcare professionals such as doctors, nurses, dentists, carers, and paramedics in hospitals and other healthcare settings. The purpose and rationale of this article is to present a proof of concept (PoC) and prototype of a reusable custom-made three-dimensionally (3D) printed face mask, based on individual facial scanning, 3D modelling, and 3D printing, that can be adopted and used worldwide in case of need. This PoC should allow the reader to consider making and/or virologically testing the described custommade 3D-printed face masks worldwide. The surface tessellation language (STL) format of the original virtual templates of the two reusable components described in this paper can be downloaded free of charge using the hyperlink (Supplementary
Material online).
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Materials and methods
A custom-made 3D protective face mask was developed, consisting of two reusable 3D-printed components (a face mask and a filter membrane support) and two disposable components (a head fixation band and a filter membrane).
Facial image acquisition
3D facial scanning was performed using a smartphone (iPhone X; Apple Inc., Cupertino, CA, USA; https://www.apple.com) and the Bellus3D FaceApp (Bellus3D, Campbell, CA, USA; https://www.bellus3d.com), which was downloaded from the App Store. In order to prevent potential contamination of the smartphone, it was held by the person who performed the 3D facial scanning instead of the person who was being scanned. The individual face scan was then exported in high-definition (HD) OBJ file format and forwarded by secured e-mail to 3D Infinity (3D Infinity, Maldegem, Belgium; https://3Dinfinity.be) for 3D modelling and individual design of a custom-made 3D virtual face mask.
3D modelling and design of the reusable individualized face mask
Using a 3D modelling process with computer-aided design (CAD) software (SolidWorks; Dassault Systèmes SolidWorks Corp., Waltham, MA, USA; https://discover.solidworks.com), the STL virtual templates of the two reusable components of the 3D individualized face mask were designed by the CAD designer at 3D Infinity: (1) 3D face mask, and (2) filter membrane support. The connection Page 5 of 13 J o u r n a l P r e -p r o o f between the two components was designed as a screw fixation type in order to allow ideal tightening after application of the filter membrane ( Fig. 1 ). After downloading the OBJ file of the individual face scan, a Boolean calculation was performed by the CAD designer between the STL file of the individual face scan and the 3D face mask virtual template using Netfabb additive manufacturing software (Autodesk, San Rafael, CA, USA; https://autodesk.com) in order to obtain an accurate best-fit of the individual 3D face mask on its corresponding facial mask ( Fig. 2 ).
[Figures 1 and 2 here]

3D printing of the reusable components of the individualized 3D face mask
Additive manufacturing of the two reusable components of the individualized 3D face mask was performed by the local 3D printing company 3D Infinity, which was also responsible for the design. A selective laser sintering (SLS) 3D printer (Prodways, Les Mureaux, France; https://prodways.com) and a polyamide composite (PA11-SX 1450; Prodways, Les Mureaux, France) that has ISO/USP Class VI medical certification were used. After 3D printing and cool-down, the 3D individual face mask was sandblasted in the breakout station under vacuum cleaning prior to disinfection ( Fig. 1 ).
Disposable components of the individualized 3D face mask
The individualized 3D-printed face mask requires two disposable components: (1) a head fixation band, and (2) Moldex-Metric, Walddorfhäslach, Germany; https://moldex-europe.com) was used as a disposable filter membrane ( Fig. 1) .
Disinfection of the reusable components of the individualized 3D face mask
Prior to cleaning and disinfection, the two reusable components of the 3D face mask needed to be unscrewed using hand gloves, and the disposable filter membrane and There is clear evidence in the literature on the high accuracy of 3D facial scanning with stereophotogrammetry 4 . Integrated workflows with 3D facial scanning have been implemented in the daily clinical routine of maxillofacial surgery, facial plastic surgery, and craniofacial surgery 5 . However, it appears that there is no report available in the literature on the accuracy of the surface geometry of 3D face scans performed with the Bellus3D FaceApp that was used in the PoC workflow presented here. One might assume that it is less precise than professional 3D cameras, but the study by Piedra-Cascón et al. indicates a high precision. In their study, published in 2020, a mean precision value of 0.32 mm and a high intra-class correlation of 0.99 was found for 10 3D facial reconstructions when using a dual-structured light facial scanner (Face Camera Pro Bellus; Bellus3D, Campbell, CA, USA) that was mounted on a smartphone 6 . This hardware component makes the presented PoC workflow more broadly applicable since it is no longer limited to iPhone smartphones, but basically can be adapted to every type of smartphone or tablet with the facial scanner mentioned above.
Additive manufacturing with 3D SLS printing has proven its value in routine clinical surgical facial reconstruction because of its high accuracy 7 . Secure The head fixation bands (Velcro or elastic bands) are believed to be easily available worldwide. The disposable filter membrane can be acquired globally from non-medical vendors selling non-woven melt-blown FFP2/3 industrial fabrics. In addition, the CAD design of the 3D face mask can be adjusted to the specific disposable filter membrane and head fixation components available in different regional parts of the pandemic.
The authors emphasize that additional clinical testing of this prototype is essential prior to widespread use in real-life situations, for several reasons. First, the performance of a protective face mask depends not only on the efficiency of the filter membrane, but also on its individual fit to prevent leakage around the perimeter.
Clinical pictures in frontal and two-thirds right facial profile view (Fig. 2) show the clinical adaptation of a commercially available disposable surgical face mask and disposable FFP2 and FFP3 face masks on the same face. Although a mathematical Boolean calculation implements an accurate virtual adaptation of the individual 3D face mask to the corresponding static 3D facial mask (Fig. 2) , further clinical testing is ideally required both in static and dynamic situations. This also applies to commercially available disposable protective face masks. Note the good clinical fit of the 3D-printed face mask.
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